2-3 Playlist Mode
Operate and control the iPod like it is a CD changer. This mode allows you to
access six Playlists on iPod from the radio. iPod screen will display “OK to

disconnect” or “Attached to accessory” and iPod’s keypad will be locked and not
functional.

e Playlist Mode is supported in both XM control configuration and CD
changer control configuration.

® Radio displays artist name and song title only when adaptor is configured to
control iPod with XM button on the radio.

® When PA15-HON?2 is configured to use XM control, CHO1 to CHO6 are
Playlists and CH-07 is All Songs on iPod.

When PA15-HON?2 is configured to use CD changer control. DISC #1 to
DISC #6 are Playlists and DISC #7 is All Song on iPod.

2-4 AUX Input Option
In addition to iPod, PA15-hon2 also can connect a second audio source to
car radio. Connect the second audio source to the RCA jack labeled AUX
AUX input is enabled by setting the DIP switch #1 to ON position at the side
of the interface adaptor to ON position.

Section 3. Mode Setting and Function Control

Before starting the installation, please carefully read the three different configuration of

PA15-HON2 and decided which one to use then set the Dip switches accordingly.

Note: Radios that do not have a XM button can only be configured to CD changer
control. See Section 3-3 for details.

3-1 Folder Mode + Direct Mode Configuration

(Note: this configuration supports text display but is applicable only to
radios that have a XM button.)

3-1-1 Set DIP switches as follow:

DIP #2 DIP #3 DIP #4
OFF ON OFF

Note: DIP switch #1 is only related to RCA AUX option setting and it is
independent from these DIP switch setting.

3-1-2 Functions and Radio Buttons

e Press XM button on radio to access iPod at XM1.

e Press XM button on radio to access XM stations at XM?2. There will
be a time delay when switching from XM1 to XM2. The length of delay
varies by radio models.

e Use radio Preset buttons to access iPod Folders, Direct Mode, and
RCA AUX as follow:
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Push...... Radio Displays Radio Plays Remark
Preset #1 XM 1-1 Playlist Folders

Preset #2 XM 1-2 Artist Folders

Preset #3 XM 1-3 Album Folders

Preset #4 XM 1-4 All Songs Folder

Preset #5 XM 1-5 iPod Direct

Preset #6 XM 1-6 RCA AUX IF DIP #1=ON

e Push DISP button on radio to view text information of music. Text display
on radio is as follow: ( Note: available on XM ready radios only.)

DISP Button| Prefix Text from Radio | Text from iPod Note

1st Push — | XM CHannel NUMBER track number

2nd Push— XM CATEGORY folder type & name
3rd Push — NAME artist name

4th Push — TITLE album name

4th Push — XM CHannel NAME song title

e Press SEEK (- /+) or SKIP (<« «, » P ) button to select sub-folder (example:
change to next or previous Playlist while in the Playlist folder; change to next or
previous Artist while in the Artist folder).

e Press-and-hold (about 5 seconds) the preset #2 button to begin the RANDOM
track play function. Press-and-hold the preset #2 button for the 2nd time (about 5
seconds) to terminate the RANDOM play.

e Press-and-hold (about 4 seconds) the preset #3 or the preset #4 button to fast

rewind or fast forward the playing track for approximately 40 seconds respectively.

e Press the SCAN button to advance 10 tracks.

e Steering wheel control:
Several different steering wheel XM control designs are available from Honda
and Acura. Some of the designs allow PA15-HON2 to do track up/down
while others only allow Playlist or Folder change from the steering wheel
control. In general, it is able to do track up/down if the CH+ / CH-
keys on the steering wheel are the double-functioned type. Double-function
means that the CH+ and CH- buttons can perform two different tasks depending
on the length of time it is being pressed.

3-1-3 Connecting and Playing iPod

o When iPod is connected to the interface adaptor and XM1 on radio is pushed,
iPod will begin to play at XM 1-CH4.

o XM1-CH4 will continue to play the track in the Folder which was played prior
to iPod is connected to PA15-HON2. When the last track of the Folder is
completed, iPod will go to the first track of All Songs folder.
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© When returning to XM 1-CH4 from Direct Mode, XM 1-CH4 will continue the
track and the folder being played at XM1-CHS5 (Direct Mode). When the last
track of the folder is completed, iPod will go to the first track of All Songs
folder.
3-2 Playlist Mode (with Text display ) + Direct Mode Configuration

(Note: this configuration supports text display but it is applicable only to radios that
have a XM button.)

3-2-1 Set DIP switches as follow:

DIP #2 DIP #3 DIP #4

OFF ON ON

Note: DIP switch #1 is only related to RCA AUX option setting and it is
independent from these DIP switch settings.

3-2-2 Functions and Radio Buttons

Press XM button on radio to access iPod at XM1

e Press XM button on radio to access XM station at XM2. There will be a time delay
when switching from XM1 to XM2. The length of delay varies by radio models

e Use DISC+ or DISC- button on radio to access Playlist, Direct Mode and RCA AUX
as follow: ( note: DISC- is Preset button #5 and DISC+ is Preset button #6 )

AL.... Radio Plays Remark

XM1- 1 Playlist # 1

XM1-2 Playlist # 2

XM1- 3 Playlist # 3

XM1- 4 Playlist # 4

XM1-5 Playlist # 5

XM1- 6 Playlist # 6

XM1-7 All Songs

XM1- 8 Direct Mode

XM1- 9 RCA AUX IF DIP #1= ON

e Push DISP button on the radio to view music’s text information. Text display on
radio is as follow: (Note: available on XM ready radios only.)
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DISP Button | Prefix Text from Radio Text from iPod | Note

1st Push — | XM CHannel NUMBER track number

2nd Push— XM CATEGORY folder type & name
3rd Push — NAME artist name

4th Push — TITLE album name
4th Push —* XM CHannel NAME song title

Turn the TUNING knob to change track.
Press preset button #2 to begin the RANDOM track play and press the preset #2
button 2™ time to terminate the RANDOM play.

e Press the preset #3 or the preset #4 button to retreat or advance 10 tracks respectively.
Press-and-hold the preset #3 or the preset #4 button to fast rewind or fast forward the
playing track for approximately 40 seconds respectively.

e Steering wheel control:
Several different steering wheel XM control designs are available from Honda
and Acura. Some of the designs allow PA15-HON2 to do track up/down
while others only allow Playlist or Folder change from the steering wheel
control. In general, it is able to do track up/down if the CH+ / CH-
keys on the steering wheel are the double-functioned type. Double-function means
CH+ and CH- buttons can perform two different tasks depending on the length
of time it is being pressed.

3-2-3 Connecting and Playing iPod

o When iPod is connected to the interface adaptor and XM on radio is pushed,
iPod will begin to play at XM1-7 (some radio models will display XM 1-CH7).

o XMI1-CH7 will continue to play the track in the Folder which was played prior
to iPod is connected to PA15-HON2. When the last track of the Folder is
completed, iPod will go to the first track of All Songs folder.

© When returning to XM1-CH7 from Direct Mode, XM 1-CH?7 will continue the
track and the folder being played at XM 1-CHS8 (Direct Mode). When the last
track of the folder is completed, iPod will go to All Songs folder.

S [fiPod has more than 6 Playlists then see Section 5: Playlist Naming.

3-3 Playlist Mode (without Text Display) + Direct Mode Configuration

Note: Radio without a XM or SAT button must use this configuration
of PA15-HON2.



3-3-1 Set DIP switches as follow:

DIP #2 DIP #3 DIP #4
ON ON ON

Note: DIP switch #1 is only related to RCA AUX option setting and it is
independent from these DIP switch settings.

3-3-2 Functions and Radio Buttons

® Press CD or AUX button on the radio to access iPod.
e Use DISC+ or DISC- button on the radio to access Playlist, Direct Mode,

and RCA AUX as follow:
At..... Radio Plays Remark
Disc 1 Playlist #1
Disc 2 Playlist #2
Disc 3 Playlist #3
Disc 4 Playlist #4
Disc 5 Playlist #5
Disc 6 Playlist #6
Disc 7 All Songs
Disc 8 Direct Mode
Disc 9 RCA AUX IF DIP #1=0ON

e Track up and down from steering wheel remote control is supported.

3-3-3 Connecting and Playing iPod

© When iPod is connected to the interface adaptor and CD button is pressed,
iPod will play at DISC #7.

o DISC #7 will continue to play the track in the Folder which was played prior
to iPod is connected to PA15-HON2. When the last track of the Folder is
completed, iPod will go to the first track of All Songs folder.

o When returning to DISC #7 from Direct Mode, DISC #7 will continue the
track and the folder being played at DISC #8 (Direct Mode ). when the last
track of the folder is completed, iPod will go to All Songs folder.

o If iPod has more than 6 Playlists, see Section 5: Playlist Naming.
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Section 4. CABLE CONNECTION

Step 1-Decide which MODE to use and set DIP switches according to information
in Section 3.

Step 2-Must remove or eject all CDs from the radio.

Step 3-Remove the radio from dash.

Step 4-Plug the 14-pin male connector on the USASPEC CAS-H2y cable to the radio.
If a factory cable with the same identical 14-pin male connector is already
connected to the radio then unplug the factory cable from the radio first.

Step S-I1f DIP switch #2 is set to OFF position and the vehicle has a factory XM
receiver, skip to step 12.

Step 6-Plug the factory 14-pin male connector to USASPEC 14-pin female connector
on CAS-H2Y cable. Reference Fig. (1).

Step 7-Plug the round 8-pin DIN connector on the USASPEC CAS-H2y cable to the
adaptor where it is labeled RADIO.

Step 8-If the vehicle has Rear-Seat-Entertainment system, wire ACCessory power
with a relay. Reference Fig. (3).

Step 9- Connect your audio source to the RCA jacks on the adaptor if AUX option
is selected by DIP switch #1=ON.

Step 10- Plug the CB-PA105 cable to the adaptor where it is labeled iPod.

Step 11- Reinstall radio back to the dash only after a successful test is done.

Step 12- Plug the factory 14-pin cable to the 14-pin female connector on the USASPEC
CAS-HXM cable. Reference Fig. (2) .

Step 13- Plug the 14-pin male connector on the USASPEC CAS-HXM cable to the
14-pin female connector on the USASPEC CAS-H2y cable.

Step 14- Plug the orange color wire on CAS-HXM to PA15-HON2 adaptor where
it is labeled XM.

Step 15- Go to Step 7, 8,9, 10 and 11.

Note: On some of HONDA radios, the 14-pin connector is located
on the bottom side of the radio chassis.



WARNING!!

Use only the iPod connection cable which comes with PA15-HON?2 interface
adaptor. iPod connection cables from other sources may look similar, but they

may damage your iPod.

CONNECT
TO RADIO o 4-POSITION DIP SWITCH

ON: when switch is at bottom position

CONNECTTO iPod

TO RADIO FRONT VIEW

¥—CAS-H2y

14 PIN FEMALE
~

14 PIN MALE
\

REAR VIEW

DV Player or Satellite Receiver

E
t
CAR AUDIO REAR wew% UN-PLUG
(EXAMPLE ) Y 4 ev
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Fig (1)




CAR RADIO
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Orange Wﬁ; CAS-H2Y CABLE

14 pin female
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Lpnmae ~ 517 CASHXMCABLE  Biuk wire
S ﬂ% (NOT TO BE USED)
7 . FACTORY .
XM CABLE Fig (2)

MALE CONNECTOR

(WIRE SIDE
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(WIRE SIDE VIEW)

VIEW)

| ©)
OOONOOOOO)
. ==

86 -

to +12 Volt ACC from CAR or Radio’s main power plug

87
r8£-| —87A |
_
J 30
_:_GROUND

BOSCH RELAY ( SPDT )
#0332209150 ( 12V 20/30A)

Fig (3)

NOTE: THE OTHER WIRES ON USASPEC CAS-H2y CABLE ARE NOT SHOWN

ON THE DIAGRAM.
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Section 5. Playlist Naming

5-1 When iPod is connected to your radio via PA15-HON2, the adaptor scans
all available Playlists and Folders on iPod and looks for designated
HONDA Playlists which are created with iTune for direct access
from HONDA / ACURA radio. The designated HONDA Playlists should
be named as follow if your iPod has more than 6 Playlists.

Playlist #1: HONDAL...
Playlist #2: HONDAZ2...
Playlist #3: HONDA3...
Playlist #4: HONDAA4...
Playlist #5: HONDAS...
Playlist #6: HONDAG...

The word HONDA must be in capital letters and there can not be any spaces
between the word HONDA and the numbers.

You may append text to the designated HONDA Playlist names. Example:
HONDAI-jazz, HONDA3 Favorite3, HONDAS5podcast, and etc.

5-2 Ifless than 6 designated HONDA Playlist are created with iTune, PA15-
HON?2 adaptor will automatically fill the rest of the Playlist numbers
beginning with the first available playlist on iPod. Example: if only 3
designated HONDA1, HONDA3 and HONDAS Playlist are created, the
Playlist number no radio will be:

Playlist #1: HONDAL...

Playlist #2: (the 15! available Playlist on iPod)
Playlist #3: HONDA3...

Playlist #4: (the 20d ayailable Playlist on iPod)
Playlist #5: HONDAS...

Playlist #6: (the 31 available Playlist on iPod)

XM is a registered trademark of SIRIUS XM RADIO Inc.

iPod, iTouch and iPhone are registered trademarks of Apple Inc.
ACURA and HONDA are registered trademarks of Honda Co., Ltd.
Design of this product is subject to change without notice.

CAUTION

e In general, iPods have not been designed to withstand temperature extremes
in automobiles. Please consult your iPod owner’s manual regarding
acceptable operation and storage temperatures.

® Do not disassemble or alter the cables and interface box.

e Make the connections correctly.

e Do not cut away the wire sheath or use the power for other equipment.

¢ Do not install in locations which might hinder vehicle operation or create
hazards for vehicle occupants.

e Have the wiring and installation done by professionals.

e Arrange wiring so it is not crimped or pinched.

e Do not use this product for purposes other than stated for the vehicle.
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